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Tanques para Aire

Air Receivers
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TIPO
TYPE

US Galones
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Litros
Liters

500 132

1,000 264

1,000

Horizontal
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Horizontal
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Horizontal

Vertical264

1,600 Vertical423

2,200 Vertical581

2,800 Vertical739

3,400 Vertical898

5,000 Vertical1,321



Diseñados y fabricados de acuerdo al Código ASME, Sección VIII; Div 1;  edición 
2017 y registrados ante el National Board (opcional).
El acero cumple con las especi�caciones A.S.T.M. 

ESPECIFICACIONES                               
 
Presión de diseño                                       14.06  kg/cm2
Presión de Prueba Hidrostática             18.2     kg/cm2
Temperatura de diseño                            51.6     °C
Presión máxima de vapor                        14.06  kg/cm2
Temperatura de trabajo                           51.6     °C

ACABADO

Interior  limpio de polvo y grasa.
Preparación de super�cie cumpliendo con el estándar Internacional de la 
Sociedad de Recubrimientos Protectores (SSPC) mediante blasteo abrasivo 
hasta alcanzar un metal cercano a blanco SSPC-SP10.
Interior limpio. Pintura 100% poliuretano en color blanco.

Última revisión: México, D.F. 25 de Marzo del 2019. Last Revision: Mexico, D.F. March 25th 2019

Bridas,  entradas pasahombre y plataformas ciegas  disponible bajo pedido.  Flanges,  Manways  and  Top Plate available  upon request.

Designed and manufactured in accordance with ASME Code for Pressure Vessels, 
Section VIII;  Div. 1, and registered with the National Board.
Manufactured with A.S.T.M.  compliant steel.
Canadian registration (CRN) of design is also available.

SPECIFICATIONS

Design Pressure                                               200 PSI
Hidrostatic Test Pressure                               260 PSI
Design Temperature                                       125°F
Maximum allowable working pressure    200 PSI
Working Temperature                                    125°F

FINISH

Outside surface blasted with steel shot and a coated with white Vessel interior free of 
oil and debris. 
Inside vessel �nish clean.
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Galones / WGLitros / LitersModelo / Type

500 132
1,000 264
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Vertical
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1,600Vertical 423
2,200Vertical 581
2,800Vertical 739
3,400Vertical 898
5,000Vertical 1,321

MEDIOS COPLES / HALF COUPLINGS

Servicio / Service Válvula de Seguridad / Safety Valve Drenado / Drain
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Manómetro / ManometerEntrada-Salida de Aire / Air Inlet-Outlet


